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NOTES (FOR SERVICE EQUIPMENT ENCLOSURE)

3. Connect to remote test switch mounted

. Voltage ratings of service equipment shall
conform to the service voltages indicated

on the plans.

on lighting standards, sign post or
structure when required.

4. Items No, @qnd@shol\ be isolated from
the servicé equipment enclosure.

. Unless otherwise indicated on the plans, all
service equwpmenf items shall be provided

5. Meter sockets shall be the 7 clip type.

for each service equipment enclosure as

6. The landing lug shall be suitable for

multiple conductors.

7. Type V photoelectric control shall be
used unless otherwise indicated on
the plans.

8.

Service pedestal shal | meet the

requ\remems of EUSERC 308 or 309

. Color of insulation of the neutral
shall be gray for the 277/480 V
system and shall be white for the
120/240 V system.

KILOMETER FOST

o SHEET] TOTAL
DIST| COUNTY ‘ ROUTE FMETER FeeT rNO.

SHEET:

s

etric

W'

REngTERED EL[%HCA, Qefeen

July 1, 2004 s
PLANS APPROVAL DATE

244

shown. in 2dgition +o the information given on . , T I T T
Reading cover,5 mm fhick o0 Comerenecs or decoronte copres o 7 Sion
7 Main bounding jumper plqr‘zgoirob\g?-o:eesismm -
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277/480 V, 4-wire by the — 7: — Grounding lug “ -
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480 v Sign] _ t 1 1 IR 480 Continuous piano hinge — T loten Lateh— X panel
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‘a [ o Service section | [ [ | — Utility area (=4
@ @/‘ -~ Equwnmdqm with dead - | | ~ o
grounding front panel —
120 v F'°5h'\'79‘r?_?gﬂucﬁro‘§_ 7‘\0—4_1 — 120 V Signals ) conductor with continuous | | ‘ »
120 SV TDC /?h — ¥ — 120 V Ramp metering piano hinge | *l 5 ) . i | Load side pull area (7))
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277/480 V_SERVICE WIRING DIAGRAM (TYPICAL) FRONT VIEW SIDE_VIEW c
Line -
TYPE 111-D SERVICE (277/480 V) EQUIPMENT LEGEND T4
Tew TYPE 11I-DF SERVICE EQUIPMENT ENCLOSURE 2
COMPONENT NAME PLATE DESCRIPTION COMPONENT NAME PLATE DESCRIPTION 2
No. Load % WITH PROVISIONS FOR ONE 100 A METER (TYPICAL)
Neutral lug @ 20 A, 480 V,3P,CB Spare conduit m
Landing lug (Note 6) 10 KVA, 480-120/240 V Transformer| 10 kvA, 480-120/240 v, 18 | |, “"%° d Py
Test bypass facility @9 [30 480 v,2p.cB Trans Primary (480 V) ~l . f
Meter socket and support GO |60 4,240 v,2P.cB Trans Secondary (240 V) Front Grounding electrode N
Terminal blocks @ 30 A, 240 V, 2P, CB Intersection Lighting (240 V) o
Neutral bus
BASE FOR TYPE 111-D

Grounding lug

Grounding electrode

15 A, 2PNO Contactor

Sign lllumination (480 V)

SERVICE EQUIPMENT ENCLOSURE

S e

Ground clamp —

—— Grounding bushing

Photoelectric unit  (Note T) ~ ///
15 A, IP, Test switch Sign llumination Test Switch (277 V)| 6 P24 /
15 A, 277 V, IP, CB Sign flumination Control 277 V) |~ Cround clamp 4
15 A, 120 V,IP, CB Flashing Beacon (120 V) N [y — B i -
15 A, 480 V, 2P, CB Sign lllumination (480 V) 6 o Wi 460 Gal 50
— mm n x mm alv
100 A, 480 V, 3P, CB Main Breaker (480 V) a 0 " "
15 A, 480 V, 2P, CB Lighting (480 V) S %%mm"m'»ebo"o”ie(ﬁd'equ"ed) - servies conauit
50 A, 120 V, P, CB Signals (120 V) © STATE OF CALIFORNIA
30 A, 120 V, 1P, CB Ramp Metering (20 V) Service conduit— | srounding Load conduit——— DEPARTMENT OF TRANSPORTATION
20 4,120 V, 1P, CB Irrigation (20 V) ot electrode Grounding — ELECTRICAL SYSTEMS
@0 |15 A 277 v, IP, CB Lighting Control (277 V) Load condutt— See Note 16 slectrode See Note 16 (SERVICE EQUIPMENT AND
21) |Photoelectric unit  (Note 7) on Standard Plan ES-2C on Standard Plan ES-2C
22) |15 A IP, 277 V,Test switch Lighting Test Switch (277 V) T Y P I C A L W I R I N G D I A G R A M )
D |30 A 2ZPNO Contoctor Lighting (480 ) FRONT VIEW SIDE_VIEW TYPE II -D SERIES)
9 |15 A,120 V,IP, CB 1ISNS (120 V)
@9 |30 A, 2PNO Contactor Intersection Lighting (240 V) TYPE |11-D SERVICE EQUIPMENT NO SCALE
® |20 A, 120 v, IP, CB i i ALL DIMENSIONS ARE IN
[Telephone Demarcation Cabinet (120 V) ENCLOSURE FOUNDATION DETA”.S
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